
TLMTLM

PRODUCT FEATURES

LAMPING

Lamp not Included. Rated for 50 watt max. Dimmable with Low-Voltage
electronic or magnetic dimmer (based on transformer). 360° head
rotation and 90° pivot

White

   

TELLIUM HEAD

ORDERING INFORMATION

700700 S YS TEMS YS TEM LENG TH ( A)LENG TH ( A) FINIS HFINIS H LAM PLAM P

 FJFJ FREEJACK
M PM P MONOPOINT
M OM O MONORAIL

0303 3"
0606 6"
1212 12"

RR AGED BRASS
ZZ ANTIQUE BRONZE
SS SATIN NICKEL
WW WHITE

NO LAMP
NO LAMP

Note. MP includes 4" Round Flush Canopy. For custom stem lengths, please contact the Quotes Department. White finish option ships with Satin Nicekl system connector.

High-tech display head that combines simplicity with practical
technology

•

Precise light beam that directs light where you want it•
This item is made of natural brass. It is a living finish that will patina
and warm with age which adds richness. If it gets an uneven patina
or spots, a brass cleaner can restore the finish

•

Compatible with the Monorail and Monopoint systems by Tech
Lighting

•

Lamping options are compatible with most dimmers•
Protected by a 1-year warranty. please visit the “About Us” Page on
techlighting.com for more for warranty details

•

Aged Brass Satin Nickel Antique Bronze White

700700

JOB NAM EJOB NAM E

NOTESNOTES

  TLM       
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SPECIFICATIONS

PRIM ARY M ATERIALPRIM ARY M ATERIAL Metal

S HADE M ATERIALS HADE M ATERIAL Metal

NET WEIG HTNET WEIG HT 1.03 lbs

HEIG HTHEIG HT 2.3in

WIDTHWIDTH 3.8in

LENG THLENG TH 2.3in

BEAM  S PREADBEAM  S PREAD

U P LIG HT /  DOWN LIG HT /  BOTH?U P LIG HT /  DOWN LIG HT /  BOTH?

WET LIS TEDWET LIS TED

DAM P LIS TEDDAM P LIS TED

DRY LIS TEDDRY LIS TED Yes

M IN. HANG ING  HEIG HTM IN. HANG ING  HEIG HT 3in

M AX HANG ING  HEIG HTM AX HANG ING  HEIG HT 3in

TOTAL CORD LENG THTOTAL CORD LENG TH

S LOPED CEILING  ADAPTABLE?S LOPED CEILING  ADAPTABLE? No

G ENERAL LIS TINGG ENERAL LIS TING ETL Listed

INCLU DESINCLU DES

TELLIUM HEAD

LAMPING SPECIFICATIONS

 LED LAM PLED LAM P INTEG RATED LEDINTEG RATED LED NON LEDNON LED NO LAM PNO LAM P

DELIV ERED LU M ENSDELIV ERED LU M ENS

WATTSWATTS
50

M AX WATTAG E PER BU LBM AX WATTAG E PER BU LB 50W

INPU T V OLTAG E/  DIM M ING  TYPEINPU T V OLTAG E/  DIM M ING  TYPE
12V ELV
120V ELV

CCTCCT

CRICRI

LED LIFETIM ELED LIFETIM E

L70L70

AV ERAG E BU LB HOU RSAV ERAG E BU LB HOU RS

FIELD S ERV ICEABLE LEDFIELD S ERV ICEABLE LED

LAM P BAS ELAM P BAS E Bi-Pin

LAM P S HAPELAM P S HAPE MR16

LAM P INCLU DED?LAM P INCLU DED?

WARRANTY**WARRANTY** 1 Year

* Dimming information available at www.techlighting.com/Downloads#dimming
** Visit techlighting.com for specific warranty limitations and details.

T20 / T24 / JA8 INFORMATION

 
Inte g rate dInte g rate d

LEDLED
Re place m e ntRe place m e nt

LED Lam pLED Lam p
NoNo

Lam p *Lam p *

This product can be used to comply with
California Building Energy Efficiency
Standards 2016 Title  24Title  24  Part 6 / JA8.

N/A

This product can be used to comply with
California Appliance Efficiency Standards
2016 Title  20Title  20  and may be shipped to and
sold in California.

N/A

* If a light fixture or component does not include a lamp or light source, it is the responsibility of the
customer to select a lamp that meets the T24 and T20 requirements.
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http://www.techlighting.com/Downloads#dimming
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